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SHEET NOTES:

CONTRACTOR SHALL INSTALL SCHEDULE 80 HDPE CONDUIT
UNDER ROADWAY BY DIRECTIONAL DRILLING

PROPOSED UTILITY LOCATION FOR SERVICE ALONG LOCAL
ROAD. UTILITY PROVIDER TO MAKE CONNECTION FROM
SERVICE POLE TO METER LOCATION.

'l:1;;";.45__7,_.:.'--.'2'5. e ity IR e N el G Y By LIGHTING CONTROL CABINET SHALL BE MOUNTED 20' FROM

PORT O- JOHNS i a Nt Al St w : WY EDGE OF PAVEMENT. SEE SHEET 1B FOR DETAIL.
AREA * b7 A 18 o S ”: CONTRACTOR SHALL INSTALL A MINIMUM 6 FOOT WIDE

PATH CONNECTING THE LIGHTING CONTROL CABINET TO
THE EXISTING PAVEMENT. PATH CREATION SHALL INCLUDE
APPROX. 6" OF EXCAVATION AND INSTALLATION OF
HERBICIDE, GEOTECHNICAL MAT, AND AGGREGATE
MATERIAL NO. 21A OR NO. 57 FOR THE AREA SHOWN.

CONDUCTOR SCHEDULE

RUN NOC.

oo | A A A A
slefel s o n ]«

LEGEND:

/O/ PROPOSED VDOT SE-5 ELECTRICAL SERVICE PROPOSED VDOT JB-S1 JUNCTION BOX PROPOSED GE EVOLVE ERS3 FIXTURE

PROPOSED 12" X 12" QUAZITE JUNCTION BOX @ PROPOSED GE EVOLVE ERS4 FIXTURE
—— +—+— PROPOSED PV HEDULE 4 NDUIT INSTALLED BY
OPOS CSC Y 0 CONDU S WITH NON-TRAFFIC RATED LID

TRENCHING UNLESS OTHERWISE NOTED. o0

PROPOSED LIGHTNG CONTROL CENTER
UTILITY TRANSFORMER BY OTHERS

CONDUIT CALLOUT
@ PROPOSED DISCONNECT SWITCH (SEE SHEET 1A FOR PROPOSED GE EVOLVE ERS2 FIXTURE

DETAILS.) CIRCUIT NUMBER

PROPOSED DUAL GE EVOLVE ERS4 FIXTURE

o—e—o PROPOSED DUAL GE EVOLVE ERS3 FIXTURE
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