
GENERAL NOTES:

DESIGN EXCEPTION(S):

STATE

Federal Oversight Code:

NBIS Number:

 

 

             tions.

             2012; 2013 Interim Specifications; and VDOT Modifica-

      Design: AASHTO LRFD Bridge Design Specifications, 6th Edition,

                   Bridge Specifications, 2007.

      Construction: Virginia Department of Transportation Road and

Specifications:

Drainage area: 710 sq. mi.

Capacity: HL-93 loading.

Span layout: 6-53'-0" prestressed concrete slab spans.

Width: 16'-8" face-to-face of rails.

full extent of the applicable laws.

scanned signatures is illegal.  Violators will be prosecuted to the

the VDOT Central Office.  Any misuse of electronic files, including

The original approved sheet, including original signatures, is filed in

Unapproved low profile bridge railing.
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THESE PLANS NOT TO BE USED

PRELIMINARY PLANS

DEVELOPED SECTION ALONG CONSTR. B

Recommended for Approval:

 _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _   _ _ _ _ _

Recommended for Approval: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _   _ _ _ _ _

District Planning and Investment Manager
PROJECT 0663-085-310, B660

0.60 MI. EAST OF ROUTE 11

SHENANDOAH COUNTY

NORTH FORK SHENANDOAH RIVER
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These plans are unfinished and unapproved and are not to be used for any type of construction or the acquisition of right of way.

Route 663  (Artz Road) over North Fork Shenandoah River - Shenandoah County, Virginia - 0663-085-310, RW-201, C-501, B-660 - UPC 82769 - Federal Project Number: BROS-085-4( )

of Transportation

Virginia Department Bridge Details
Route 663 (Artz Road) over North Fork Shenandoah River - Bridge Replacement
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