LIST OF TABLES
	Number
	Title
	Page

	I-2A
	Process Guidelines for Requests Generated by the Contractor
	

	I-2B
	Process Guidelines for Requests Generated by the Owner
	

	I-3
	VOC Emissions Control Areas
	

	I-1
	Schedule of Liquidated Damages
	

	I-2
	Reserved for Future Use
	

	
	
	

	II-1
	Fine Aggregate
	

	II-2
	Soundness of Fine Aggregate
	

	II-3
	Sizes of Open-Graded Coarse Aggregates
	

	II-4
	Soundness of Coarse Aggregate
	

	II-5
	Abrasion
	

	II-6
	Design Range: Select Material, Type I
	

	II-7
	Process (P) and Range (R) Tolerance: Select Material, Type I
	

	II-8
	Atterberg Limits: Select Material, Type I
	

	II-9
	Design Range for Dense-Graded Aggregates
	

	II-10
	Process Tolerances for Each Laboratory Sieve
	

	II-11
	Atterberg Limits
	

	II-12
	Standard Deviation
	

	II-12A
	Aggregate Properties
	

	II-13
	Asphalt Concrete Mixtures: Design Range
	

	II-14
	Mix Design Criteria
	

	II-14A
	Recommended Performance Grade of Asphalt Content
	

	II-15
	Process Tolerance
	

	II-16
	Standard Deviation
	

	II-17
	Requirements for Hydraulic Cement Concrete
	

	II-18
	Reserved for Future Use
	

	II-19
	Requirements: Epoxy Component A
	

	II-20
	Reserved for Future Use
	

	II-21
	Requirements: Mixed Epoxy Systems
	

	II-22
	Fine Aggregate (Silica Sand) in Epoxy
	

	II-22A
	Minimum HECP Performance and Physical Requirements
	

	II-22B
	Reserved for Future Use
	

	II-22C
	Rolled Erosion Control Products
	

	II-22D
	Permanent Turf Reinforcement Mats
	

	II-23
	Cellulose Fiber Properties
	

	II-24
	SMA Design Range
	

	II-25
	SMA Mixture Requirements
	

	II-26
	Specified Performance Grade of Asphalt and Use of RAP
	

	
	
	

	III-1
	Liquid Asphalt Application Temperature
	

	III-2
	Cold Weather Paving Limitations
	

	III-3
	Density Requirements
	

	III-4
	Payment Schedule for Lot Densities
	

	III-5
	Payment Schedule for Surface, Intermediate, and Base Courses
	

	
	
	

	IV-1
	Pile Tolerance Criteria
	

	IV-2
	Reserved for Future Use
	

	IV-3
	Bolt Tension
	

	IV-4
	Nut Rotation from Snug Tight Condition
	

	IV-5
	Reserved for Future Use
	

	IV-6
	Coating Systems
	

	
	
	

	VII-1
	Nut Rotation beyond Snug Tight on Anchor Rods
	

	VII-2
	Verification Torque of Nuts on Anchor Rods
	

	VII-3
	Pavement Markings
	

	
	
	

	VIII-1
	SPD Minimum Requirements
	

	VIII-2
	Resolution Specifications
	

	VIII-3
	Display Characteristics
	

	VIII-4
	Modified Object Ranges for Mandatory Objects
	

	VIII-5
	Modified Object Ranges for the Multi-Configuration Conformance Group
	

	VIII-6
	[bookmark: _GoBack]Optional Object Requirement
	

	VIII-7
	Data Collection Periods
	



