
 
Files placed on ftp server Under V8i(SS)-CADD-Package-Software-Download 

 
 
 
 
 
 
 
 
 

Disconnect   Connection Wizard Mode 
 

ftp://ftp.vdot.state.va.us/export/ft  Go 
 
 
 
 
 
 
 

New Folder 
 
 

008407ef8a61685a62 
IE:)8ea07b054130eb651c31a... 
IE:) 9f6e14a22a54d0f9b94748... 
IE:) Bentley Training 
IE:)8entleyDownloads 
IE:) Compaq 
IE:) Config.Msi 
IE:) dmslocal 
IE:) dmsweb 
IE:) documents 
IE:) Documents and Settings 
IE:) Drivers 
IE:) DWFCreate 

> 

New Folder 
 
 

Geopak-Datasets 
Ll insertable-sheets 
Ll New-Sridge-lnfo-012910 
Ll New·Sridge·lnfo-022710 
Ll New-Sridge-lnfo-062210 
Ll New·Sridge·lnfo-110909 
Ll noplan 
LlSentinel 
LJ Survey 
LlV8-and-Geopak-Resource-Files-and-Cells 
LJV8-Software-CADD-Packlage-Software·Download 
,.V8r(SS)·CADD·Package-Software·Download 

53 object(s) Connected to ftp.vdot.state 1 object(s) selected5· 12 Byt 
 

Information Window  q.x 
1 Status Progress Transferred Rate (kBps) Time Left 

 

 
 

Transfer History   I Connection Log 



 
 
Please load in the order listed below. 
Please use all the defaults from Bentley. 

 
Microstation 

 
pbda08110703en.exe   Prerequisites for V8i 
ms081107443en.exe  Version 08.11.07.443 v8i 

 
Geopak 

 
gkste081107246en.exe   Geopak Suite version 08.11.07.494 v8i 



 
 
Consult Update 

 
microstationv8i update.EXE  This file contains all the resource files for v8i including a 
desktop icon to run the vdot configuration. VDOT is placing a VDOT_Stnds_Local.cfg in 
C:\Program Files\Bentley\MicroStation V8i (SELECTseries)\MicroStation\config\appl. 
This file will redirect Bentley to look in the c:\proj\supv8i\ for all the vdot confuration files. 
If users do not use VDOT’s icon none of the VDOT configurations will be used. 
All the resources are place on the local drive under c:\proj\supv8i\ 

 



Please set the (User) to Consultant and the (Project) to Imperial or Metric 
 
When Microstation first opens the user will be set to untitled. 

 
 
Please go to FileClose 

 



Please set the (User) to Consultant and the (Project) to Imperial or Metric according to 
witch is desired. 

 

 
 
Then open a file. Sometimes it is necessary after you open a file to exit and start 
microstation back up so all configuration variables get loaded in memory. Microstation will 
maintain this setting until the user switches it. It is only necessary to set this one time. 


