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VIRGINIA DEPARTMENT OF TRANSPORTATION 

 
MATERIALS DIVISION 

 
    MEMORANDUM  

 
GENERAL SUBJECT:  
Notice of Revision to Materials Division’s Manual of Instructions 
(Chapter VIII), the issuance of a new reporting form for Tack Coat 
and new Virginia Test Method   
 
 

NUMBER: 
MD 394 - 16  

SPECIFIC SUBJECT:  
Sec. 803.74 Form TL-143, Tack Application Worksheet for 
Measurement of Tack Coat Application rate using Virginia Test 
Method 137  

DATE: 
February 24, 2016 
 
SUPERSEDES: 
 
 

APPROVED: 
 
 

Charles A. Babish, PE 
State Materials Engineer 
Approved:  

 
 
EFFECTIVE DATE 
                                                                       

 
 This memorandum is effective starting with contracts advertised for 2016 paving, in 

conjunction with revisions to VDOT Road and Bridge Specification 310.  
 
 
PURPOSE/NEED/SCOPE/REQUIREMENTS 
 
 This Memorandum notifies project inspectors and contractors that Materials’ report form TL-

143 has been created to measure tack application rate on projects using a new Virginia Test 
Method (VTM) 137. 

 Tack coat will be paid by the total quantity used in gallons. Therefore, the tack application 
rate and total quantity of the tack materials used need to be measured in accordance with 
VTM 137. 
 

 
PROCEDURES 
  
 Add a new Section 803.74 Form TL-143, Tack Application Worksheet to Chapter VIII of the 

Manual of Instructions: 
 
Section 803.74 Form TL-143, Tack Application Worksheet 
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Form TL-143 shall be used by Project Inspector and Contractor to report the sprayed tack 
application rate in accordance with VTM-137.  The Inspector will use Method A (Tack Plate 
Method) to verify the sprayed tack application rate.  The tack rate by Method A shall be 
reported to the nearest 0.01 gal/yd2. 
The Contractor shall use Method B (Tack Yield Calculation Method) to report the quantity 
and the tack application rate of the job for a daily basis and need to be confirmed by the 
inspector.  The tack rate by Method B shall be reported to the nearest gallon. 
 
The following web address can be used to access Materials Division sampling, testing and 
reporting forms: http://vdotforms.vdot.virginia.gov/.  
 
The following web address can be used to access Materials Division Virginia Test Methods: 
http://www.virginiadot.org/business/resources/Materials/bu-mat-VTMs.pdf  
 

 
NOTES 
 
 Recently, Special Provision (SP) for Non-tracking Tack Coat was combined into the 

Specification 310 Tack Coat. According to recommendations by the Virginia Tack & Bond 
Task Force group, Tack Coat will be paid separately as a pay item in gallons and need to be 
accurately measured. 

 
 
REFERENCES 
 
 VDOT Road and Bridge Specification 310 
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