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CAST-IN-PLACE CONCRETE SLAB SPANS 

 
CONCRETE SLAB DETAILS 
22’- 32’ SPANS – 30° SKEW 

 
 

NOTES TO DESIGNER: 

 
Standard to be used for the construction of standard cast-in-place concrete slab spans. 

 
Standard is for:  30° skew 

22’, 27’ and 32’ span length (end-to-end) 
 

ESTIMATED QUANTITIES 

Span 
 

2 Side Sections Roadway Section 
Cl. A4 
Conc. 

Reinf. Steel 
Cl. A4 
Conc. 

Reinf. Steel 

CY LB CY LB 
CS-22-30 4.6 980 1.15R 248(R+1) 
CS-27-30 6.3 1510 1.58R 354(R+1) 
CS-32-30 8.3 2200 2.07R 488(R+1) 

 
 

ADD THE FOLLOWING NOTES, DIMENSIONS, DETAILS, ETC. TO STANDARD: 

 
PROJECT/TITLE BLOCKS: 

 
Project block and title block shall be completed in accordance with Manual of the Structure and 
Bridge Division, Volume V – Part 2, Chapter 4. 

 
DIMENSION DATA: 
 
Enter R, S1, S2, etc. in the DIMENSION DATA table. 
 
SLAB SPAN DETAILS: 
 
Indicate appropriate slab depth based on span length for required slab span details. 
 
NOTES:  
 
Complete second note by adding the Class I, II or III of corrosion resistant reinforcing steel 
required.  For additional information on corrosion resistant reinforcing steels (CRR), see Structure 
and Bridge Division Memorandum (current IIM-S&B-81). 
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