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CAST-IN-PLACE CONCRETE SLAB SPANS 

 
CAST-IN-PLACE  

CONCRETE PARAPET (F-SHAPE) 
 
 

NOTES TO DESIGNER: 

 
Standard to be used when cast-in-place concrete parapet (F-Shape) is required.  The F-shape 
parapet has a height of 2’-8” and has been crash tested for TL-4 (TL = test level).  It is to be used 
as the normal traffic barrier unless an open rail is required.  This standard is to be used in 
conjunction with CS-P2 and CS-P3. 

 
It is the Contractor’s responsibility to determine the number of reinforcing bars required as well as 
any other details required for installation.  Therefore, the remainder of the Reinforcing Steel 
Schedule, including number of bars required, is to be left blank by the designer. 

 

ADD THE FOLLOWING NOTES, DIMENSIONS, DETAILS, ETC. TO STANDARD: 

 
PROJECT/TITLE BLOCKS: 

 
Project block and title block shall be completed in accordance with Manual of the Structure and 
Bridge Division, Volume V – Part 2, Chapter 4.   
 
REINFORCING STEEL SCHEDULE: 
 

 Modify bars if needed due to slab depth or cross slope used on bridge. 
 

NOTES:  
 
Complete fourth note by adding the Class I, II or III of corrosion resistant reinforcing steel 
required.  For additional information on corrosion resistant reinforcing steels (CRR), see Structure 
and Bridge Division Memorandum (current IIM-S&B-81). 

 
 
 
 
 
 
 


	Table of Contents





